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GasMultiBloc

Combined regulator and 

Single-stage function

MB-D(LE) 405 - 412 B01
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Max. operating pressure

Output pressure ranges

Br

Electrical connection

360 mbar (36 kPa)

MB-… S20/S22 p
a
: 4 mbar to 20 mbar

MB-… S50/S52 p
a
: 4 mbar to 50 mbar

-
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407 B01

–

–

–

405 B01

–

–

–

GasMultiBloc...B01

Single-stage function

MB

MB-D

MB-DLE

MB-LE

410 B01

–

–

412 B01

–

–

Type key of MultiBloc

1 = two A valves for main gas + regulator
7 = two A valves for main gas, one A valve together
with V1 as internal bypass around V2 + regulator

0 = common
2 = separated

2 = 4 - 20 mbar up to 360 mbar
5 = 4 - 50 mbar up to 360 mbar

403 = DN 10, V2 = Single-seat valve
405 = DN 15, V2 = Single-seat valve
407 = DN 20, V2 = Double-seat valve
410 = DN 25, V2 = Single-seat valve
412 = DN 32, V2 = Double-seat valve
415 = DN 40, V2 = Double-seat valve
420 = DN 50, V2 = Double-seat valve

without = (MB or MB-ZR)
-D     = Main volume restrictor
-LE     = adjustable opening behaviour
-DLE = D + LE combination

without  = single stage
ZR          = double-stage with partial volume setting
first stage
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Dimensions [mm]

Type

MB-D 405/407 B01

MB-DLE 405/407 B01

MB-D 410/412 B01

MB-DLE 410/412 B01

Dimensions [mm]Opening

time a c e g h i l

Weight

[kg]

h

e

l

d

b

a

c

f

k

g
i

MB 405/407 S 20

MB 405/407 S 50

MB 405/407 S 22

MB 405/407 S 52

MB 410/412 S 20

MB 410/412 S 50

MB 410/412 S 22

MB 410/412 S 52
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GasMultiBloc

Combined regulator and 

Single-stage function

MB-D(LE) 405 - 412 B01

]

Karl Dungs GmbH & Co. KG

Siemensstraße 6-10

D-73660 Urbach, Germany

Telephone +49 (0)7181-804-0

Fax +49 (0)7181-804-166

Postal address

Karl Dungs GmbH & Co. KG

Postfach 12 29

D-73602 Schorndorf, Germany

e-mail info@dungs.com
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